








Chord Optichord
CONDUCTOR:  Polymer signal carrier   CONFIGURATION: Optical cable   CONDUCTOR PROTECTION:  Soft PVC surrounds and protects signal carrying polymer tube.
JACKET:  Hard outer jacket prevents damage and kinking of polymer signal carrier  COLOUR:  Dark green.
TERMINATIONS:  Metal bodied plug engineered for positive connection, Cables ends are domed and polished to maximise bandwidth. 
Also available fitted with Minijack connector for connection to laptop computers. 
LENGTHS: Chord Optichord Toslink to Toslink cable is available in 1, 3, 5, 7 and 10 metre lengths. Chord Optichord minijack to Toslink cable is available in 1, 3, 5 and 10 metre lengths.

Chord Carnival SilverScreen bi-wire speaker cable
CONDUCTORS:  4 x 15 AWG multi-stranded oxygen free copper.  CONFIGURATION:  2 x twisted pair configuration.   
CONDUCTOR INSULATION:  Polyethylene (zero halogen). Red is H-F Positive, black is H-F negative. Green is L-F positive, purple is L-F negative. Conductors are surrounded by PVC 
to minimise mechanical noise. 
SHIELDING:  Dual layer overlapped foil.  JACKET:  PVC.  DIAMETER:  13mm.  COLOUR:  Translucent blue. 
APPLICATIONS:  Bi-wire version of award winning Carnival SilverScreen. Best Speaker Cable WHAT HIFI Awards 2008 & 2009.  The shielding dramatically improves the performance of 
all hi-fi and home cinema systems.

Chord Rumour 2 speaker cable
CONDUCTORS:  2 x 16 AWG multi-stranded silver-plated oxygen free copper.  CONFIGURATION:  Twisted pair configuration.   
CONDUCTOR INSULATION:  Teflon®.  We believe that to obtain the most neutral tonal characteristic from silver-plated conductors it is vital to use Teflon® insulation.  White with 
red stripe is positive; white with black stripe is negative. Conductors surrounded by silicone to minimise mechanical noise.  JACKET:  Silicone.  DIAMETER: 6mm.  COLOUR:  White. 
APPLICATIONS:  A very clean and neutral sounding cable that helps to produce a deep and controlled bass.  Rumour works well with all levels of equipment. Its discreet size makes it an 
excellent high performance cable for systems where the speaker cable must be hidden. 

Chord Carnival SilverScreen speaker cable
CONDUCTORS:  2 x 15 AWG multi-stranded oxygen free copper.  CONFIGURATION:  Twisted pair configuration.   
CONDUCTOR INSULATION:  Polyethylene (zero halogen).  Red is positive, black is negative.  Conductors surrounded by PVC to minimise mechanical noise.  
SHIELDING:  Dual layer overlapped foil.  JACKET: PVC.  DIAMETER: 10mm.   COLOUR:  Translucent blue. 
APPLICATIONS: Best Speaker Cable WHAT HIFI Awards 2008 & 2009. The shielding dramatically improves performance of all hi-fi and home cinema systems. 

Chord Carnival Classic speaker cable
CONDUCTORS:  2 x 15 AWG multi-stranded oxygen free copper.  CONFIGURATION:  Twisted pair configuration.   
CONDUCTOR INSULATION:  Polyethylene (zero halogen).  Red is positive, white is negative.
JACKET:  PVC.  DIAMETER:  8.5mm.  COLOUR:  White.   APPLICATIONS:  High end installation cable.  Hi-fi and home cinema systems. 

Chord Leyline speaker cable
CONDUCTORS:  2 x 16 AWG tinned, multi-stranded oxygen free copper.
CONFIGURATION:  Twisted pair configuration.   CONDUCTOR INSULATION:  Polyethylene (zero halogen).  Red is positive, white is negative. 
JACKET:  Polyethylene (zero halogen).  DIAMETER:  6 mm.  COLOUR:  White. 
APPLICATIONS:  High quality installation cable.  Also works well with lifestyle home cinema and audio systems. Tinned conductors maintain treble frequencies over long lengths. 



Chord Rumour 4 bi-wire speaker cable
CONDUCTORS:  4 x 16 AWG multi-stranded silver-plated oxygen free copper.  CONFIGURATION:  2 x twisted pair configuration.   
CONDUCTOR INSULATION:  Teflon®.  We believe that to obtain the most neutral tonal characteristic from silver-plated conductors it is vital to use Teflon® insulation.  White with 
red stripe is HF- positive; white is H-F negative. White with a black stripe is L-F positive, white is L-F negative. Conductors surrounded by silicone to minimise mechanical noise. 
JACKET:  Silicone  DIAMETER:  10 mm  COLOUR:  White. 
APPLICATIONS:  A very clean and neutral sounding cable that helps to produce a deep and controlled bass.  Rumour works well with all levels of equipment. Its discreet size makes it an 
excellent high performance cable for systems where the speaker cable must be hidden. 

Chord Odyssey 2 speaker cable
CONDUCTORS:  2 x 12 AWG multi-stranded silver-plated oxygen free copper. CONFIGURATION: Twisted pair configuration.   
CONDUCTOR INSULATION:  Teflon®.  We believe that to obtain the most neutral tonal characteristic from silver-plated conductors it is vital to use Teflon® insulation.  White with 
red stripe is positive; white with black stripe is negative.  Conductors surrounded by silicone to minimise mechanical noise. 
JACKET:  Silicone.  DIAMETER:  8 mm.  COLOUR:  White. 
APPLICATIONS:  Odyssey brings big improvements to the dynamics of a system.  The bass in particular gains weight and definition. Cymbals sound realistic and guitars have presence 
and authority, likewise pianos and voices. Odyssey won the Hi-fi news award for Best Speaker Cable 5 years in a row, from 2001 to 2005. 

Chord Odyssey 4 bi-wire speaker cable
CONDUCTORS:  4 x 12 AWG multi-stranded silver-plated oxygen free copper.  CONFIGURATION:  Twisted pair configuration.   
CONDUCTOR INSULATION:  Teflon®.  We believe that to obtain the most neutral tonal characteristic from silver-plated conductors it is vital to use Teflon® insulation.  White 
with red stripe is H-F positive; white is H-F negative. White with black stripe is L-F positive, white with a blue stripe is L-F negative. Conductors surrounded by silicone to minimise 
mechanical noise. 
JACKET:  Silicone.  DIAMETER:  13 mm.   COLOUR:  White. 
APPLICATIONS:  Bi-wire Odyssey brings big improvements to the dynamics of a system. The bass in particular gains weight and definition. Cymbals sound realistic and guitars have 
presence and authority, likewise pianos and voices. Odyssey won the Hi-fi News award for Best Speaker Cable 5 years in a row, from 2001 to 2005. 

Chord Epic Twin speaker cable
CONDUCTORS:  2 x 12 AWG multi-stranded silver-plated oxygen free copper.  CONFIGURATION:  Twisted pair configuration.   
CONDUCTOR INSULATION:  Teflon®.  We believe that to obtain the most neutral tonal characteristic from silver-plated conductors it is vital to use Teflon® insulation.  White with 
red stripe is positive; white with black stripe is negative. Conductors surrounded by silicone to minimise mechanical noise.
SHIELDING:  Dual layer, high density braid and overlapped foil.  JACKET:  PVC.  DIAMETER:  11mm.    COLOUR:  Translucent brown.  
APPLICATIONS:  Epic takes its conductors from Odyssey and its shielding from Signature speaker cable. The shielding brings big improvements not just to high frequencies but also the 
bass frequencies.  There is space around individual instruments and the true timbre of instruments is easy to hear.  Violins, cellos and violas sound more realistic, likewise pianos.  Epic is 
very compatible and will work well with almost every system. 

Chord Epic Super Twin speaker cable
CONDUCTORS:  4 x 12 AWG multi-stranded silver-plated oxygen free copper.  CONFIGURATION:  2 x twisted pair configuration.   
CONDUCTOR INSULATION:  Teflon®.  We believe that to obtain the most neutral tonal characteristic from silver-plated conductors it is vital to use Teflon® insulation.  White 
with red stripe is H-F positive; white is H-F negative. White with black stripe is L-F positive, white with a blue stripe is L-F negative.  Conductors surrounded by silicone to minimise 
mechanical noise. 
SHIELDING:  Dual layer, high density braid and overlapped foil.  JACKET:  PVC.  DIAMETER:  16mm.  COLOUR:  Translucent brown. 
APPLICATIONS:  Epic takes its conductors from Odyssey and its shielding from Signature speaker cable. The shielding brings big improvements not just to high frequencies but also the 
bass frequencies.  There is space around individual instruments and the true timbre of instruments is easy to hear.  Violins, cellos and violas sound more realistic, likewise pianos.  Epic is 
very compatible and will work well with almost every system. 



Chord Signature speaker cable
CONDUCTORS:  2 x 10 AWG multi-strand oxygen free copper.  CONFIGURATION:  Individually shielded twisted pair configuration.   
CONDUCTOR INSULATION:  Gas foamed polyethylene.  SHIELDING:  Dual layer, high frequency effective braid and overlapped foil. 
JACKET:  High density polyethylene and red/black braid.   DIAMETER:  2 x 12 mm.   COLOUR:  Red/black or all black.
TERMINATIONS:  Gold-plated banana plugs, gold-plated spade connectors and BFA Camcon connectors. 
Because of the complexity of construction, Signature speaker cable is only available in factory terminated lengths.  2 metre and 3 metre pairs of Signature speaker cable are available from 
stock (minimum available length 1.5 metres).  
APPLICATIONS:  One of the most transparent speaker cables available, Signature speaker cable is capable of transforming the sound of any system it is connected to. Dynamics, both 
micro and macro are explicitly revealed, timing and rhythm are class leading and instruments clearly and naturally portrayed. 

Chord Signature Speaker Links
CONDUCTORS:  16 AWG multi-strand oxygen free copper.  CONFIGURATION:  Individually shielded speaker links.   
CONDUCTOR INSULATION:  Gas foamed polyethylene.  SHIELDING:  Dual layer, high frequency effective braid and overlapped foil. 
JACKET:  High density polyethylene and red/black braid.  DIAMETER:  6mm   COLOUR:  Black.
TERMINATIONS:  Gold-plated banana plugs, gold-plated spade connectors.   LENGTH:  20 cms. 
APPLICATIONS:  Chord Signature Speaker Links replace the gold-plated links found on the back of most bi-wire speakers.  Signature Links can be used with all speakers and all single 
wired speaker cables to ensure the best possible performance.

Chord SuperShield high speed HDMI with Ethernet and audio return
CONDUCTORS:  26 AWG silver-plated oxygen free copper signal conductors. 
CONFIGURATION:  Signal conductor pairs arranged in noise cancelling twisted pair configuration.  Each pair separately shielded.  
DIELECTRIC (INSULATION):  Low density gas foamed polyethylene.
SHIELDING:  Dual layer high frequency effective overlapped foil shields
JACKET:   PVC.   COLOUR:  Blue. 
TERMINATIONS:  Die-cast gold-plated HDMI Plugs for improved signal transfer and outstanding reliability.   LENGTHS:  Available in 1, 2 and 3 metre lengths.  
APPLICATIONS:  1.4 specification high speed HDMI cable.  1080p 3D picture transmission.  All HD audio formats. 

Chord HDMI ACTIVE high speed HDMI with Ethernet and audio return
 CONDUCTORS:  24 AWG silver-plated oxygen free copper signal conductors, minimises signal attenuation.  
CONFIGURATION:  Signal conductor pairs arranged in noise cancelling twisted pair configuration.  Each pair separately shielded.  Ethernet connection carries 100Mb/s signals.   
DIELECTRIC (INSULATION):  Low density gas foamed polyethylene.
SHIELDING:  Dual layer high frequency effective overlapped foil shields on signal pairs.  Overall dual layer foil and high density braid. 
FILTER:  High frequency filter network improves sound and picture quality, 
JACKET:  PVC.  COLOUR:  Grey.  Blue plug at source end of cable.. 
TERMINATIONS:  Die-cast gold-plated HDMI plugs for improved signal transfer and outstanding reliability.   LENGTHS:  Available in 1, 2, 3, 5, 8, 10 and 15 metre lengths.  
APPLICATIONS:  1.4 specification high speed HDMI cable.  1080p 3D picture transmission.  All HD audio formats.  Ethernet connection carries 100Mb/s signals.   Certified high speed in 
lengths of up to 15 metres.  



Chord Power Chord mains cable
CONDUCTORS:  3 14 AWG high purity multi-strand copper conductors. 
CONFIGURATION:  Parallel conductor layout, dual layer floating shield
DIELECTRIC (INSULATION):  PVC
SHIELDING:  Dual layer high frequency effective braid and foil combination shield
JACKET:   High density vibration damping outer jacket 
COLOUR:  Purple . 
TERMINATIONS:  The Chord Power Chord is available terminated with high quality 13 and 16 amp IEC plugs chosen for best sound quality. UK and European mains plugs are available, 
other mains plugs are available to order.   LENGTHS:  Available in 1, 1.5 and 2 metre lengths.  Custom Lengths available to order. 
APPLICATIONS: All hi-fi components and home cinema equipment, plasma and LCD screens, projectors

Chord SuperScreen mains cable
CONDUCTORS:  3 14 AWG high purity multi-strand copper conductors. 
CONFIGURATION:  Parallel conductor layout, dual layer floating shield
DIELECTRIC (INSULATION):  PVC
SHIELDING:  Dual layer high frequency effective foil shield
JACKET:   High density vibration damping outer jacket   COLOUR:  Blue. 
TERMINATIONS:  The Chord SuperScreen mains cable is fitted with high performance moulded UK mains and IEC plugs.  Moulded plugs fitted, using wiring layouts developed by us to 
enhance performance.   LENGTHS:  Available in 1, 1.5 and 2 metre lengths.  
APPLICATIONS: All hi fi components and home cinema equipment, plasma and LCD screens, projectors
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